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_ the load-bearing structure of RAILING balustrades consists of posts modularly fixed with brackets
_ infill for RAILING balustrades is composed of (vertical) aluminium balusters, glass panels or other panel infills
_ the profiles (handrails and glazing profiles) are designed with expansion joints, which allows the railing to adapt smoothly 

to changing weather conditions
_ aluminium railings are characterized by durability, ease of cleaning and minimal maintenance
_ RAILING is also available as a wall-mounted handrail system
_ the system is designed for both exterior and interior applications in public and private buildings, including balconies, 

terraces, staircases and mezzanines
_ it is characterized by high-quality workmanship and excellent anti-corrosion properties
_ the system requires no maintenance and maintains its high aesthetic appeal for many years
_ a wide range of configuration options allows the system to be tailored to any project

system characteristics

Dimensions: 35 x 60 mm, 20 x 50 mm

Infill panel: vertical bars, safe glass 44.2 ESG VSG, glass 55.2 VSG

Installation:
_ mounted to the front of the balcony slab
_ mounted on top of the balcony slab
_ infill/glass can be installed and replaced without dismantling the railing structure
_ prefabrication of the RAILING balustrade can be done on-site

technical specification

RAILING balustrade with glass infill, 
equipped with a cover plate

RAILING balustrade 
with glass infill

RAILING balustrade with glass infill, equipped
with a cover plate and an additional extension

to conceal the balcony slab layers



cross-sections
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handrail to wall connection75
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glass installation

system cover plate for the
balcony slab front (260 mm)

system cover plate for the
balcony slab front (336 mm)

system cover plate and
extension for the balcony slab front
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_ balustrade post: 35 x 60 mm
_ infill: glass panel capped with a 40 x 90 mm 

handrail
_ bottom glass support rail: a 25 x 50 mm 

profile designed to accommodate various 
cover plates (160 mm to 400 mm in height) 
for concealing the balcony slab front


